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Features

• Buttress thread ensures excellent pull-out resistance

• Unique Enduroguard 15 coating for excellent corrosion
resistance

• Torx 25 recess head style

• Drillpoint designed for fast, accurate penetration of steel
deck up to 2.0mm

Applications

For fastening insulation and membrane to steel

and timber decking in combination with

• Global R tube system

• Pressure plates
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BS-5.8

Code
Drilling capacity 
Into steel (mm)

Build-up (mm)
into 0.7mm steel deck

BS-5.8 x 40 MAX 2.0 0-24

BS-5.8 x 55 MAX 2.0 0-39

BS-5.8 x 65 MAX 2.0 0-49

BS-5.8 x 75 MAX 2.0 12-59

BS-5.8 x 85 MAX 2.0 12-69

BS-5.8 x 95 MAX 2.0 20-79

BS-5.8 x 105 MAX 2.0 32-89

BS-5.8 x 115 MAX 2.0 45-99

BS-5.8 x 125 MAX 2.0 57-109

BS-5.8 x 150 MAX 2.0 57-134

BS-5.8 x 175 MAX 2.0 82-159

BS-5.8 x 200 MAX 2.0 108-184

BS-5.8 x 250 MAX 2.0 158-234

BS-5.8 x 300 MAX 2.0 208-284

Recommended minimum fastener penetration

Steel decking 0.7mm to 2.0mm thick 15mm through underside
Plywood decking 18mm minimum thickness 12mm through underside
Timber decking 25mm minimum thickness 12mm through underside
Timber joists or rails 35mm embedment

For timber deck applications a site pull-out test is recommended




