
T
E

C
H

N
IC

A
L
 B

U
L
L
E

T
IN

 - 1
8
9
      M

a
y 1

0

Installation: Mardome Trade & Ultra with sloping kerb
Manual Linear Drive Opener

Parts in this Mardome kit

1a Mastic /
silicone around
roof opening

55mm

Kerb fastener

Length of side
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1Kerb Installation
Please note: Kerb must be installed
with hinges facing up-slope

1b Position kerb

0

Opening pole

1

Mardome with
manual opener

(Optional)(Please unpack and check all parts are included and undamaged)

1c Kerb Fasteners:
Fix along one of 4 fixing
lines perpendicular to
kerb foot and secure to
roof
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Further Information
Manual Linear Drive dis-connection, if required

Brett Martin Daylight Systems operates a policy of continuous product improvement, and reserves the right to alter specifications at any time without notice. Every effort has been taken
to ensure all details contained in this document are correct at time of going to press but this document should be used only as a guide and does not in any way form part of a contract

or warranty. It is the customer’s responsibility to ensure that the product is suitable for the actual conditions of use, which are beyond the control of Brett Martin Daylight Systems.

Coventry
Alderman’s Green Ind Est

Coventry
CV2 2QU

Tel: 024 7660 2022
Fax: 024 7660 2745

e-mail: daylight@brettmartin.com
www.daylightsystems.com

2 Roof covering
Installation
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Roof opening size
= Dome Size

2a Install roof
covering

Manual Linear drive

Pull to release
if required


