
MEALINE 
 COMPACT 

 EASY TO INSTALL  
SIMPLE  

TO CLEAN

D R A I N A G E  S O L U T I O N S  F O R  H O M E  A N D  G A R D E N
H I G H - Q U A L I T Y  P O LY M E R  C O N C R E T E  D R A I N A G E  C H A N N E L

W A T E R  M A N A G E M E N T



The system at a glance :
 � Channel body made of  

polymer concrete
 � Clear width : 100 mm 

Gratings made of :
 � Galvanised slotted 

snap-in grating

 � Ductile iron  

snap-in grating

Length : 1000 mm

Total width : 130 mm

Height slotted with grating /  

ductile iron grating :
78 / 81 mm

Weight with slotted grating /  

ductile iron grating :
6.70 / 9.30 kg

Pre-slope : No inbuilt pre-slope

Load-carrying capacity : Accepts car traffic

MEALINE (POLYMER CONCRETE)
Drainage channel polymer concrete without fall,  

passable for cars*, optional with slotted grating,  

galvanised steel or slotted grating ductile iron.

* Channel cover class A 15 to DIN and EN 1433

 � For home applications, gardening as well as driveways

 � Proven professional material

 � Easy installation and minimal excavation

 � Clear width 100 mm

 � Fast cleaning thanks to a snap-in grating

Outlet connection  
with silt box  
and foul-air trap

End cap
with connector
for channel end

End cap for
channel start/end

Galvanised grating
Accepts car traffic

SIMPLY  
 UNCOM-  

 PLICATED 

Ductile iron  
snap-in grating
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